HTR-HN

ROTARY ENCODER
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ELECTRICAL SPEC.
Detection System Incremental &)
Output Wave BJ?LI'(M‘/ Square Wave ¥
Standard Number of Pulse Per Revolution 5, 10, 50, 100, 200, 300, 360, 400, 500, 600, 900, 1000, 1024, 1200, 1500, 1800,
BT 2000, 2048, 2500
Output Phase ﬁ?“' ABZ phase
Electronics ?#E[,% e Push Pull #1z¢, Line Driver = fh="
Power Supply {HEH DC 5~26V
Current Consumption iﬁ\%‘“gﬁﬁ <60 mA
Output Capacity ﬁ?“' Sync. Current: 20 mA, Residual Voltage: 0.5V or less
Max. Response ;Eﬁ*%f d,fj« 10K Hz ~ 150K Hz
Phase Different #f!ib 32 x A, B phase different 90°+45° (T/4+T/8), Z phase T+T/2
Wave Form Rise / Fall 47 F ] 2 ys or less
Polarity Ayl Against Reverse Protection

MECHANICAL SPEC.

Hollow Shaft Diameter i1 % 8 mm

(5 ~ 1024 PPR) Axial fifif|: 1 Kg, Radial Zi|: 2 Kg

haft Loading i £ ,
Shaft Loading #1fi 1 (over 1024 PPR) Axial iy 0.5 Kg, Radial Z[f: 1 Kg

Starting Torque (at 25°C) &gt 30 gf-cm or less

Max. Speed {& “ESpi A F e 6,000 rpm

Vibration g5 ' Max. 10g (10£1,500 Hz)
Shock fE-H# 20g per 11 ms

Cable FEit @4.5, 1000 mm long
Weight £ ! < 200g

ENVIRONMENTAL SPEC.

Operating Temp. / Humidity $ {=3E1 % /1544 0°C ~ 60°C, RH 35% ~ 90% (No Condensation)

Storage Temp. Firlfl'E -20°C ~70°C
Protection =75 IP50: Dust Proof
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