Male disconnectors-Technical Specifications
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PVC INSULATED MALE DISCONNECTORS
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 75
Specification:
WIRE RAN(iE ITEM NO. DIMENSIONS inch (mm)
AWG /mm NEMA TAB B F L E D dl
M1-2.8V/5 ?02 g:zl ;;) 276 (7.0) 756 (19.2)
—— 110 (2.8)
M1-2.8V/8 052%110 307 (7.8) 807 (20.5)
2. (0.8%2.8) . ; . 20.
~ W
22-16 A C; M1-4.8V/5 020°.187 276 (7.0) 756 (19.2) 394 (10.0) 157 (4.0) 067 (1.7)
0.5~1.5 mm (0.5%4.8) 187 (4.8)
Miagvis | 03287 T 307(7.8) | .80720.5)
' (0.8%4.8) ) ’ ) -
.032*.250
M1-6.4V (0.8%6.4) 250 (6.4) 307 (7.8) 835 (21.2)
M22gvis | 0207110 276(7.0) | 756 (19.2)
(0.5*2.8)
110 2.8)
M2-2.8V/8 032*.110 307 (7.8) 807 (20.5)
’ (0.8*2.8) ’ ’ ’ )
16~14 AW
f (i M2-4.8V/5 020,161 276 (7.0) 756 (19.2) 394 (10.0) 177 (4.5) 091 (2.3)
1.5~2.5 mm (0.5*%4.8)
032*.187 AST(@3)
M2-4.8V/8 ’ © 8“;1 $) 807 (20.5)
03'2* 2'50 307 (7.8)
M2-64V (0.8%6.4) 250 (6.9) 835(21.2)
12~10 AWG .032*.250
> -6. 2 . 3 . 913 (23.2 S12 (12, 2 . 134 (3.
46 mm M5-6.4V (0.8%6.4) 50 (6.4) 307 (7.8) 913 (23.2) 512 (12.5) 17 (5.5) 134 (3.4)
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PVC INSULATED MALE DISCONNECTORS(DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 75
Specification:
WIRE RAN(iE ITEM NO. DIMENSIONS inch (mm)
AWG / mm NEMA TAB B F L E D al
Ml-28vpss | 020110 276(7.0) | .756(19.2)
(0.572.8) 110 (2.8)
- 110 (2.
MI-2.8VD/8 '?g’g,,;;? 307(7.8) | 807(20.5)
22-16 AWG
oo [MI-4svDS ‘(0022:;112; 276(7.0) | 756(192) | .39410.0) | .169@3) | .067(1.7)
>l Sl 187 (4.8)
032%.187 ]
MI4sVDS | e . 807 (20.5)
MI-6.4VD '(O(ig:ﬁi? 250 (6.4) $35(212)
M2-2.8VD/5 '(O(fg:',lé;’ 276(1.0) | 756(19.2)
— 110 (2.8)
M2-2.8VD/3 '303;:51;? 307(78) | .807(20.5)
16~14 AWG
O3 AWG | o gvys | 0200187 276(70) | 756(192) | 30401000 | 19765.0) | 0012.3)
1.5~2.5 mm (0.5*%4.8) 187 (4.8)
M2-4.8VD/8 ﬁfg:ﬁg 807 (20.5)
574, 307 (7.8)
*
M2-6.4VD '3)3:*'622;) 250 (6.4) 835 (212)
12-10 AWG , 032%.250 5
o [MS-64VD Osvony | 206D | 30708 | 93@3T) | 492025 | 25665 | 134G




Male disconnectors-Technical Specifications

PVC INSULATED MALE DISCONNECTORS(DOUBLE CRIMP)

Feature:

1. Maximum Electrical Rating:300 Volts

2. Maximum Temperature: 105
Specification:

WIRE RAN(iE ITEM NO. DIMENSIONS inch (mm)
AWG / mm NEMA TAB B F L E D a1
Mi2gvers | 020110 276(7.0) | .756(19.2)
©s28 | oo
- 1102,
MI1-2.8VC/8 '?g’g;;é;) 307(78) | .807(20.5)
22-16 AW
ZA6AWG | asvers | 0200187 276(70) | 756(192) | 394(100) | 16943) | .067(1.7)
0.5~1.5 mm (0.5%4.8) 187 (4.5)
-~ * - -
M1-4.8VC/8 ‘?033*;41 :; 807 (20.5)
S 307 (7.8)
*
M1-6.4VC ‘("é:,ﬁ;’ 250 (6.4) $35(212)
M2-28vess | 020n110 276(7.0) | .756(19.2)
Os28 | oo
- 10
M228VCs | el O 307(1.8) | .80720.5)
s v
16-14 AWG | agvess | 0200187 276(10) | 7560192 | 394(100) | 197600 | .0912.3)
1.5~2.5 mm (0.5*4.8) 187 (4.8)
M2-4.8VC/S '?gg:; o 807 (20.5)
= 307 (7.8)
*
M2-6.4VC ‘?sg,‘éi? 250 (6.4) $35(212)
12-10 AWG 032+ 250
e [MS-64VC Osren | 20 | 30708 | 93@n | 2028 | 25663 134(3.4)
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NYLON INSULATED MALE DISCONNECTORS
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 105
Specification:
WIRE RAN(iE ITEM NO. DIMENSIONS inch (mm)
AWG /mm NEMA TAB B F L E D dl
MI-2.8A/5 ':’022:',‘ :3;’ 276(7.0) | .795(202)
032" 1'10 110(2.8)
MI-2.8A/8 ©8%2.8) 307(7.8) | .846(21.5)
22~16 AWG
0.5~1 ;mm; MI1-4.8A/5 ?02‘5):41 g; 276 (7.0) 795 (20.2) A433(11.0) J161(4.1) 067(1.7)
oo 03'2‘ 1.87 187 (4.8)
MI1-4.8A/8 '(0 8“;1 8) 846 (21.5)
03'2* 2'50 307 (7.8)
MI1-6.4A '(0 8‘;3 4 250 (6.4) 874 (22.2
M2-2.8A/5 '(0022:'21 é;’ 276(7.0) | 795 (202)
03;2' 1'10 110 (2.8)
M2-2.8A/8 l(O S*:’Z 8) 307 (7.8) 846 (21.5)
16~14 AW
]65~2 ; mng M2-4.8A/5 3;22:412; 276 (7.0) 795 (20.2) 433 (11.0) 177(4.5) 091(2.3)
032*.187 ASHI8)
M2-4.8A/8 '(0 S“;J 3) .846 (21.5)
03:2* 2'50 307 (7.8)
M2-6.4A '(0 S"-G 4 250 (6.4) 874 (22.2)
12~10 AWG 032%.250
2 |M5-6. 2 . 3 . 953 (24.2 S12 (13, 2 3 1343
iy [M564A (0.8%6.4) 50 (6.4) 307 (7.8) 953 (24.2) | .512(13.0) 56(6.3) 134(3.4)
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NYLON INSULATED MALE DISCONNECTORS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 105
Specification:
WIRE RANGE ITEM NO DIMENSIONS inch (mm)
2 = H N
AWG / mm” NEMA TAB B F L E D dl
*
MI1-2.8AC/S A20%110 276 (7.0) 795 (20.2)
0.5%2.8) 110 (2.8)
MI1-2.8AC/8 (0633:21 é;) 307 (7.8) .846 (21.5)
2~
22 16’\“’? Mi-asacss | 0200187 276(7.0) | .795(202) | 433(11.0) | .161(4.1) 067(1.7)
0.5~1.5 mm (0.5%4.8) 187 (4.8)
M1-4.8AC/S '((’gs:;;lg 846 (21.5)
= 307 (7.8)
M1-6.4AC 3}3;:(3'3? 250 (6.4) 874 (22.2)
M228ACss | 020110 276(7.0) | 795 (20.2)
(0.5*2.8) 110 2.8)
M22SACS | ol 307(78) | 846(21.5)
CL
/|
1614 AWG |\ ppasacs | 0200187 276(10) | 795(202) | 433(11.0) | 189@8) | 09123)
1.5~2.5 mm (0.5%4.8) 187 (4.8)
M2-4.8AC/8 3)33:413; 846 (21.5)
—— 2307 (7.8)
M2-6.4AC (O(}?’é:(;zi;) 250 (6.4) 874 (222
12~10 AWG .032*.250
s - . . . 953 (24.2 S12 (13, 2 . . 3.
46 mmi MS5-6.4AC (0.8%6.4) 250 (6.4) 307 (7.8) 953 (24.2) 512 (13.0) 56(6.5) 134(3.4)




