
Adjustable support rail (in mm)
Low-loss double contacting
Support rail with Bi-spring wedge fastening
High short-circuit resistance
Pluggable extension
Ultrasonically welded cable ends
Busbar Cu dimensions:
12, 15, 20, 25, and 30 × 5/10 mm
PIN rail for motor protection contactor combinations

Changes that serve further development and technical progress are subject to change.
We do not accept liability for errors or misprints!

Weight: 0.520 kg per piece, Packaging unit (VPE): 1

IEC/EN 61439-1
IEC/EN 60695-2, IEC/EN 60695-2-11
IEC/EN 60664-1

Not intended for operation by laypersons in accordance with VDE 0660-600-3, IEC/EN 61439-3

Poles:           3P
Rated current (Ie):          63 A
Rated frequency (fn):         50/60 Hz
Rated insulation voltage (Ui):        800 VAC
Rated impulse withstand voltage (Uimp):       6 kV
Overvoltage category:         IV
Tracking resistance (CTI):        600
Power loss at Ie:          3.8 W

Screw type (support rail):         Pozidriv Pz2
Wedge screw torque:         1.5–2 Nm
Lens head screw torque:         1.2–1.5 Nm
Temperature range    (IEC 60947-3)    Operating ambient: -25°C to +60°C
          24h average: <+50°C
          Storage: -25°C to +60°C
          In operation: <+80°C
          Conductor insulation: -25°C to +105°C

Electrical Data according to IEC



Changes that serve further development and technical progress are subject to change.
We do not accept liability for errors or misprints!

Touch protection:         BGV A3
Pollution degree:          3
Flame class:          UL94/V0
Glow wire test:          960°C
Plastic:           Halogen-free, phosphorus-free,
          silicone-free


