
Resistance values to chemical agents have to be considered indicative. For further information and specific substances, contact the technical service.

European standards socket outlets 
- German 
- French 
- English 
- Swiss

International standards socket outlets 
- Argentinian 
- Euroamerican 
- Neozelander 
- South African 
- Indian 
- Brazilian

Rated current:	 10A-13A-15A-16A-20A
Rated voltage:	 250V~
Frequency:	 50/60Hz
Protection degree:	 IP20D
Installation temperature: 	 -15°C +60°C
Self extinguishing degree (GWT):	 650°C (body) 
	 850°C (contact carrier)
Material:	 Thermoplastic (Halogen Free)
Cabling capacity of the terminals:	 1mm2 ÷ 2,5mm2 (10A) 
	 1,5mm2 ÷ 2,5mm2 (13A-15A) 
	 1,5mm2 ÷ 4mm2 (16A) 
	 2,5mm2 ÷ 6mm2 (20A)
Colour:	 Anthracite Pantone 432	
	 Grey RAL 7035		
	 Red RAL 3001

 	DOMESTIC SOCKET OUTLETS  	REFERENCE STANDARDS

 	TECHNICAL CHARACTERISTICS

Italian standard socket outlets
- P11
- P17
- P17/11
- P30
- P40

 	VERSIONS

Saline 
solution

Acids Bases Solvents
Mineral 

oil
UV 

rays
Concentrated Diluted Concentrated Diluted Hexane Benzol Acetone Alcohol

Resistant Limited 
resistance Resistant Limited 

resistance
Limited 

resistance Resistant Not
resistant

Not
resistant Resistant Limited 

resistance Resistant

 	BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS 
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