PVC INSULATED PIGGY BACK DISCONNECTS FULLY INSULATED PVC PIGGY BACK DISCONNECTS

1. MAXIMUM ELECTRICAL RATING : 300 VOLTS . 1. MAXIMUM ELECTRICAL RATING : 300 VOLTS |‘2
2. MAXIMUM TEMPERATURE : 105°C 2. MAXIMUM TEMPERATURE : 105°C 8
3. TERMINAL MATERIAL : BRASS 3. TERMINAL MATERIAL : BRASS §
4. PLATING : ELECTRO TIN PLATED 4. PLATING : ELECTRO TIN PLATED ‘% (@)
5. INSULATION MATERIAL : VINYL (PVC) 5. INSULATION MATERIAL : VINYL (PVC) & 8
—
2 pcs design El
<
DIMENSIONS inch WIRE RANGE DIMENSIONS inch (mm)
WIRERANCE ITEMNO. UL NEMATAB 5 - — AWG / mm2 HENNG: NEMA TAB E UE.I
P 4 g%ffsp‘r\rl]vn?z PB1-6.4V c@us A57 (4.0) | 067 (1.7) | .016 (0.4) ﬁ 5_25:11§5An\:vn$ PB1-6.4VF “@“S 157 (4.0) | .067 (1.7) | .016 (04) -
* 827(21.0) | 394 (100) 16~14 AWG 032*.250 | .260 250 315 323 806(220) | 384 (100)
ey O AVC | peaeav o@D '?03_5*62_‘?? (g%o) (62_2(5)) igjos) ig.zzs) A77 (45) | 091 (23)| 016 (0.4) o | P2-6avF |« owen | 66 | 635 | B0 | 82 A77 (45) | .091 (2.3) | .016 (0.4)
g Z0ANG | peseav o@D 925(235) | 492 (125) | 217 (55) | 134 (34)| .016 (0.4) Sy TOMNE | pes6.avE o@D 984 (25.0) | 512(13.0) |.217 (55) |.134 (34) |.016 (0.4)

DOUBLE CRIMP PVC INSULATED PIGGY BACK DISCONNECTS

1 MAXIMUM ELECTRICAL RATING : 300 VOLTS DOUBLE CRIMP FULLY INSULATED PVC PIGGY BACK DISCONNECTS

2. MAXIMUM TEMPERATURE : 105°C 1. MAXIMUM ELECTRICAL RATING : 300 VOLTS
3. TERMINAL MATERIAL : BRASS 2. MAXIMUM TEMPERATURE : 105°C
4. PLATING : ELECTRO TIN PLATED 3. TERMINAL MATERIAL : BRASS "
5. REINFORCEMENT SLEEVE : D TYPE SLEEVE " 4. PLATING : ELECTRO TIN PLATED L
6. INSULATION MATERIAL : VINYL (PVC) Q;‘Ef' 5. REINFORCEMENT SLEEVE : D TYPE SLEEVE 2
b-,é 6. INSULATION MATERIAL : VINYL (PVC) _ &
3 pcs design . . '
3 pcs design

WIRE RANGE DIMENSIONS inch (mm) WIRE RANGE DIMENSIONS inch (mm)

ITEM NO. UL NEMATAB ITEMNO. UL

AWG / mm? B L E AWG / mm? NEMA TAB L E
#2200 NC | pei6avD o@D 161 (4.1) | 067 (1.7)| .016 (0.4) B2l rS, | PB1-6.4vFD | o(@L)us IGIREN (U= ) R
— ) 827 (21.0) | .394 (10.0) oma AWG 032 250 s | 800220 304 (100)
Fo oo INC  pe26avD o@D ?03552;) ig_sso) (ézgg) ('2_105) '(ffg) 189 (4.8) | 001 (2.3)| .016 (0.4) 155 e | PB26.4VFD | o@)us) RO 82) 189 (4.8) | 091 (2.3) | .016 (0.4)
o 120AWG I peseavD | 925(235) | 492 (125) | 256 (6.5) | 134 (34) | .016 (04) S 2T ANG | pes-6.avFD (@D 984 (25.0) | 512(13.0) | 256 (6.5) | .134 (3.4)| .016 (0.4)
DOUBLE CRIMP PVC INSULATED PIGGY BACK DISCONNECTS DOUBLE CRIMP FULLY INSULATED PVC PIGGY BACK DISCONNECTS
1. MAXIMUM ELECTRICAL RATING : 300 VOLTS ~~~ EASY ENTRY SLEEVE ~~~ 1. MAXIMUM ELECTRICAL RATING : 300 VOLTS ~~~ EASY ENTRY SLEEVE ~~~
2. MAXIMUM TEMPERATURE : 105°C . 2. MAXIMUM TEMPERATURE : 105°C
3. TERMINAL MATERIAL : BRASS P _ 3. TERMINAL MATERIAL : BRASS
4. PLATING : ELECTRO TIN PLATED | : ¥ 4. PLATING : ELECTRO TIN PLATED
5. REINFORCEMENT SLEEVE : C TYPE SLEEVE i L 7 5. REINFORCEMENT SLEEVE : C TYPE SLEEVE
6. INSULATION MATERIAL : VINYL (PVC) ¢':2? l f < 6. INSULATION MATERIAL : VINYL (PVC) &,;‘-a
- |
1

3 pcs design

WIRE RANGE

DIMENSIONS inch (mm)

WIRE RANGE DIMENSIONS inch (mm)

69

) s ITEMNO. UL NEMATAB 5 - AWG / mm?2 ITEM NO. NEMATAB B L E
# 5ANC | peteave | o) 169 (4.3) | 067 (1.7)| 016 (0.4) S | P1-6.avec o@D 1GSRESIN (R A R
16~14 AWG 032*.250 260 | 250 | .31 323 827 (21.0) 394 (10.0) 16~14 AWG 032*.250 260 250 315 323 806(220) 394100
~ .032*.25 . 250 | .315 . ~ 032, . . . .
S 15oamm | PEresve| (W (0.8%6.4) | (66) | (6.35)| (8.0) | (8.2) S il () e ) {opamme | PB264VFC |o(@)us (0.86.4) | (6.6) | (6.35) | (8.0) | (8.2) 197 (5.0) | .091(23) | 016 (0.4)
- 12~10 AWG
W’F 1i~160n¢rrv1\£6 PB5-6.4VC @"S .925 (23.5) 492 (12.5) .256 (6.5) 134 (3.4)| .016 (0.4) 5.:" 4 ~ 6 mm2 PB5-6.4VFC @“S .984 (25.0) 512 (13.0) 256 (6.5) 134 (3.4) | .016 (0.4)
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FEMALE DISCONNECTS
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NYLON INSULATED PIGGY BACK DISCONNECTS
1. MAXIMUM ELECTRICAL RATING : 300 VOLTS

2. MAXIMUM TEMPERATURE : 105°C

3. TERMINAL MATERIAL : BRASS

4. PLATING : ELECTRO TIN PLATED

5. INSULATION MATERIAL : EASY ENTRY NYLON

WIRE RANGE

ITEM NO.

UL

AWG / mm? NEMATAB B E
ﬁ 325:11?5‘\"‘?’“% PB1-6.4A n@u 161 (4.1) | .067 (1.7) | .016 (0.4)
- 16~14 AWG 032+.250 | .260 250 315 323 866 (220) | 433(11.0)
4 1525 mmz | PB2-6.4A u@u -(0_8;6_4) (-6_6) (6.35) (-8_0) i8-2) 189 (4.8) | .091 (2.3) | .016 (0.4)
3,& 1%;130"'?‘;’]!6 PB5-6.4A c@u 945 (24.0) | 512 (13.0) | .256 (6.5) | .134 (3.4) | .016 (0.4)
DOUBLE CRIMP NYLON INSULATED PIGGY BACK DISCONNECTS
1. MAXIMUM ELECTRICAL RATING : 300 VOLTS ~~~EASY ENTRY SLEEVE ~~~
2. MAXIMUM TEMPERATURE : 105°C
3. TERMINAL MATERIAL : BRASS
4. PLATING : ELECTRO TIN PLATED
5. REINFORCEMENT SLEEVE : C TYPE SLEEVE
6. INSULATION MATERIAL : EASY ENTRY NYLON
i
e/

PVC INSULATED MALE DISCONNECTS
1. MAXIMUM ELECTRICAL RATING : 300 VOLTS
2. MAXIMUM TEMPERATURE : 105°C
3. TERMINAL MATERIAL : BRASS

4. PLATING : ELECTRO TIN PLATED

5. INSULATION MATERIAL : VINYL (PVC)

WIRE RANGE

ITEM NO.

UL

WWW.jeesoon.com.tw
& T

2 pcs design

DIMENSIONS inch (mm)

MALE DISCONNECTS l

AWG / mm2 NEMA TAB L 3
.020%.110
M1-2.8V/5 o@D (0.52.8) 276 (7.0) | 756 (19.2) 020 (0.5)
110 (2.8)
z .032*.110
f_/ M1-2.8V/8 o@D (06°2.8) 307 (7.8) | .807 (20.5) 016 (0.4)
22~16 AWG | M1-4.8V/5 o@)s| 020187 276 (7.0) | 756 (19.2) | 394 (10.0) | .157 (4.0) 067 (1.7) | .020 (0.5)
0.5~1.5 mm? (0.5*4.8)
189 (4.8)
.032*.187
M1-4.8V/8 s@)us Ehe 307 (7.8) | .807 (20.5) 016 (0.4)
.032*.250
M1-6.4V c@us e 250 (6.35) | 307 (7.8) | 835 (21.2) 016 (0.4)
.020%.110
g 276 (7. 756 (19.2 020 (0.
M2-2.8V/5 c@us (05%2.8) 6 (7.0) 56 (19.2) 020 (0.5)
110 (2.8)
- .032*.110
. 307 (7.8) | .807 (20.5 016 (0.4
9-./ M2-2.8V/8 c@us (0.8°2.8) (7.8) (20.5) (0.4)
16~14 AWG .020".187 276 (7.0 756 (19.2 020 (0.5
ooy | M2-4.8V/5 c@us B 276 (7.0) | .756 (19.2) | 394 (10.0) | .177 (4.5) 091 (2.3) | -020 (0.5)
189 (4.8)
M2-4.8V/8 c@us -?03;;112)7 807 (20.5) 016 (0.4)
307 (7.8)
-0327.250 835 (21.2 016 (0.4
M2-6.4V c@us (0.8%0.4) 250 (6.35) (21.2) (0.4)
M 032,250
1210 AWG | MEB4V @) (0.86.4) 250 (6.35) | 307 (7.8) | 913 (23.2) | 492 (12.5) | 217 (5.5) 134 (34) | 016 (0.4)
4~6 mm?2

WIRE RANGE
ITEM NO.
AWG / mm? NEMATAB B E
325:1165An‘f’n?2 PB1-6.4AC |c(UD)us 161 (4.1) | 067 (1.7) | .016 (0.4)
866 (22.0) | 433 (11.0)
16~14 AWG 032°250 | 260 | 250 | 315 | .323
(S | PB2-6.4AC |c(@D)us osen | 66 | 63 | 80 | 62 189 (4.8) | 091 (2.3) | .016 (0.4)
1270 MG | PB5-6.4AC s 945 (24.0) | 512 (13.0) | .256 (6.5) | .134 (3.4) | .016 (0.4)
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