
Pre-Insulated
Terminals & Ferrules

Jeesoon is a leading manufacturer, providing 
terminals, connectors and wire accessories for 

reliable crimped connections



L Termination & Wiring
Pre-insulated terminals

Above ZAR prices do not include VAT.  E&OEL-1

F

• Maximum electrical rating: 600V
• Operating temperature: 105°C
• Material:	 Terminal: Copper (tin plated)

Insulation:	 Vinyl (PVC)

type colour	 wire size	 description	 dimensions (mm)	 pack	 price
mm²	 d2	 B	 L	 qty

Ring terminals

R1-3V red 0.5 - 1.5	 insulated ring lug	 3.2	 5.5	 16.7	 100	  88.20
R1-3.5MV	 red	 0.5 - 1.5	 insulated ring lug	 3.7	 5.5	 16.7	 100	  102.90
R1-4SV red 0.5 - 1.5	 insulated ring lug	 4.3	 6.6	 19.6	 100	  100.80
R1-4LV red 0.5 - 1.5	 insulated ring lug	 4.3	 8.0	 21.0	 100	  113.40
R1-5V red 0.5 - 1.5	 insulated ring lug	 5.3	 8.0	 21.0	 100	  103.95
R1-6V red 0.5 - 1.5	 insulated ring lug	 6.5	 11.6	 26.8	 100	  159.60
R1-8V red 0.5 - 1.5	 insulated ring lug	 8.4	 11.6	 26.8	 100	  159.60
R1-10V red 0.5 - 1.5	 insulated ring lug	 10.5	 13.6	 30.7	 100	  171.15
R1-12V red 0.5 - 1.5	 insulated ring lug	 13	 19.2	 35.6	 100	  297.15
R2-3V blue 1.5 - 2.5	 insulated ring lug	 3.2	 6.4	 17.5	 100	  107.10
R2-3.5MV	 blue	 1.5 - 2.5	 insulated ring lug	 3.7	 6.4	 17.5	 100	  116.55
R2-4SV	 blue 1.5 - 2.5	 insulated ring lug	 4.3	 6.6	 19.5	 100	  108.15
R2-4LV blue 1.5 - 2.5	 insulated ring lug	 4.3	 8.5	 22.0	 100	  147.00
R2-5SV	 blue 1.5 - 2.5	 insulated ring lug	 5.3	 8.5	 22.0	 100	  129.15
R2-6V blue 1.5 - 2.5	 insulated ring lug	 6.5	 12.0	 27.0	 100	  187.95
R2-8V blue 1.5 - 2.5	 insulated ring lug	 8.4	 12.0	 27.0	 100	  185.85
R2-10V blue 1.5 - 2.5	 insulated ring lug	 10.5	 13.6	 30.7	 100	  199.50
R2-12V blue 1.5 - 2.5	 insulated ring lug	 13	 19.2	 35.6	 100	  308.70
R5-3V yellow	 4.0 - 6.0	 insulated ring lug	 3.2	 7.2	 22.0	 100	  198.45
R5-3.5SV	 yellow	 4.0 - 6.0	 insulated ring lug	 3.7	 7.2	 22.0	 100	  198.45
R5-4SV	 yellow	 4.0 - 6.0	 insulated ring lug	 4.3	 7.2	 25.5	 100	  192.15
R5-4LV	 yellow	 4.0 - 6.0	 insulated ring lug	 4.3	 9.5	 25.5	 100	  248.85
R5-5V yellow	 4.0 - 6.0	 insulated ring lug	 5.3	 9.5	 25.5	 100	  232.05
R5-6V yellow	 4.0 - 6.0	 insulated ring lug	 6.5	 12.0	 29.0	 100	  277.20
R5-8V yellow	 4.0 - 6.0	 insulated ring lug	 8.4	 15.0	 33.7	 100	  342.30
R5-10V	 yellow	 4.0 - 6.0	 insulated ring lug	 10.5	 15.0	 33.7	 100	  342.30
R5-12V	 yellow	 4.0 - 6.0	 insulated ring lug	 13.0	 9.2	 38.1	 100	  423.15

Fork / Spade terminals

S1-3V red 0.5 - 1.5	 insulated fork lug	 3.2	 5.8	 21.0	 100	  97.65
S1-3.5SV	 red	 0.5 - 1.5	 insulated fork lug	 3.7	 5.8	 21.0	 100	  95.55
S1-3.5MV	 red	 0.5 - 1.5	 insulated fork lug	 3.7	 6.4	 20.6	 100	  98.70
S1-4SV red 0.5 - 1.5	 insulated fork lug	 4.3	 6.4	 20.6	 100	  95.55
S1-4MV red 0.5 - 1.5	 insulated fork lug	 4.3	 7.2	 21.0	 100	  105.00
S1-5SV red 0.5 - 1.5	 insulated fork lug	 5.3	 8.0	 21.0	 100	  112.35
S1-6SV red 0.5 - 1.5	 insulated fork lug	 6.5	 9.5	 21.0	 100	  117.60
S2-3V blue 1.5 - 2.5	 insulated fork lug	 3.2	 5.8	 21.0	 100	  116.55
S2-3.5SV	 blue	 1.5 - 2.5	 insulated fork lug	 3.7	 5.8	 21.0	 100	  115.50
S2-3.5MV	 blue	 1.5 - 2.5	 insulated fork lug	 3.7	 6.4	 21.0	 100	  116.55
S2-4SV	 blue 1.5 - 2.5	 insulated fork lug	 4.3	 6.4	 21.0	 100	  113.40
S2-4LV blue 1.5 - 2.5	 insulated fork lug	 4.3	 8.5	 22.0	 100	  138.60
S2-5SV	 blue 1.5 - 2.5	 insulated fork lug	 5.3	 8.5	 22.0	 100	  133.35
S2-6SV	 blue 1.5 - 2.5	 insulated fork lug	 6.5	 9.5	 22.0	 100	  137.55
S5-4SV	 yellow	 4.0 - 6.0	 insulated fork lug	 4.3	 8.5	 25.2	 100	  220.50
S5-5V yellow	 4.0 - 6.0	 insulated fork lug	 5.3	 9.5	 25.2	 100	  220.50
S5-6SV	 yellow	 4.0 - 6.0	 insulated fork lug	 6.5	 9.5	 25.2	 100	  210.00

Pin terminals

PT1-10V	 red	 0.5 - 1.5	 insulated pin lug	 1.9	 10.5	 20.5	 100	  111.30
PT2-10V	 blue	 1.5 - 2.5	 insulated pin lug	 1.9	 10.5	 20.5	 100	  124.95
PT2-12V	 blue	 1.5 - 2.5	 insulated pin lug	 1.9	 12.5	 22.5	 100	  139.65
PT5-13V	 yellow	 4.0 - 6.0	 insulated pin lug	 2.8	 13.7	 26.2	 100	  265.65

Ferrule / butt connector

BB1V red 0.5 - 1.5	 insulated ferrule	 1.7	 ‒	 26.0	 100	  97.65
BB2V blue 1.5 - 2.5	 insulated ferrule	 2.3	 ‒	 26.0	 100	  114.45
BB5V yellow	 4.0 - 6.0	 insulated ferrule	 2.3	 ‒	 26.0	 100	  197.40
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Buy Now Click part number to 

https://www.em.co.za/R1-3V
https://www.em.co.za/R1-3.5MV
https://www.em.co.za/R1-4SV
https://www.em.co.za/R1-4LV
https://www.em.co.za/R1-5V
https://www.em.co.za/R1-6V
https://www.em.co.za/R1-8V
https://www.em.co.za/R1-10V
https://www.em.co.za/R1-12V
https://www.em.co.za/R2-3V
https://www.em.co.za/R2-3.5MV
https://www.em.co.za/R2-4SV
https://www.em.co.za/R2-4LV
https://www.em.co.za/R2-5SV
https://www.em.co.za/R2-6V
https://www.em.co.za/R2-8V
https://www.em.co.za/R2-10V
https://www.em.co.za/R2-12V
https://www.em.co.za/R5-3V
https://www.em.co.za/R5-3.5SV
https://www.em.co.za/R5-4SV
https://www.em.co.za/R5-4LV
https://www.em.co.za/R5-5V
https://www.em.co.za/R5-6V
https://www.em.co.za/R5-8V
https://www.em.co.za/R5-10V
https://www.em.co.za/R5-12V
https://www.em.co.za/S1-3V
https://www.em.co.za/S1-3.5SV
https://www.em.co.za/S1-3.5MV
https://www.em.co.za/S1-4SV
https://www.em.co.za/S1-4MV
https://www.em.co.za/S1-5SV
https://www.em.co.za/S1-6SV
https://www.em.co.za/S2-3V
https://www.em.co.za/S2-3.5SV
https://www.em.co.za/S2-3.5MV
https://www.em.co.za/S2-4SV
https://www.em.co.za/S2-4LV
https://www.em.co.za/S2-5SV
https://www.em.co.za/S2-6SV
https://www.em.co.za/S5-4SV
https://www.em.co.za/S5-5V
https://www.em.co.za/S5-6SV
https://www.em.co.za/PT1-10V
https://www.em.co.za/PT2-10V
https://www.em.co.za/PT2-12V
https://www.em.co.za/PT5-13V
https://www.em.co.za/BB1V
https://www.em.co.za/BB2V
https://www.em.co.za/BB5V
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Pre- insulated terminals

type colour	 wire size description	 dimensions (mm)	 pack	 price
mm²	 d2	 B	 L	 qty

Flat-blade terminal	

BT1-10V		  red	 0.5 - 1.5	 insulated flat blade lug	 2.4	 10.7	 20.7	 100	  96.60
BT1-14V		  red	 0.5 - 1.5		 insulated flat blade lug	 3	 14	 24	 100	  110.25
BT1-18V		  red	 0.5 - 1.5		 insulated flat blade lug	 2.4	 18	 28	 100	  112.35
BT2-10V		  blue	 1.5 - 2.5	 insulated flat blade lug	 2.4	 10.7	 20.7	 100	  109.20
BT2-13V		  blue	 1.5 - 2.5		 insulated flat blade lug	 2.4	 13	 23	 100	  113.40
BT2-18V		  blue	 1.5 - 2.5		 insulated flat blade lug	 2.4	 18	 28	 100	  124.95

BT5-10V		  yellow	 4.0 - 6.0		 insulated flat blade lug	 2.8	 10	 22.5	 100	  200.55
BT5-18V		  yellow	 4.0 - 6.0		 insulated flat blade lug	 3	 18	 30.5	 100	  221.55

Hook-blade terminal	

LB1-3V		  red	 0.5 - 1.5		 insulated hook blade lug	 3.0	 18.0	 28.0	 100	  134.40
LB1-4.6V		  red	 0.5 - 1.5	 insulated hook blade lug	 4.6	 18.0	 28.0	 100	  154.35
LB2-3V		  blue	 1.5 - 2.5		 insulated hook blade lug	 3.0	 18.0	 28.0	 100	  152.25
LB2-4.6V		  blue	 1.5 - 2.5	 insulated hook blade lug	 4.6	 18.0	 28.0	 100	  174.30

LB5-3V		  yellow	 4.0 - 6.0		 insulated hook blade lug	 3.0	 17.5	 30.0	 100	  216.30
LB5-4.6V		  yellow	 4.0 - 6.0		 insulated hook blade lug	 4.6	 17.5	 30.0	 100	  243.60

Female disconnect terminals “push-on”

F1-2.8V/5		  red	 0.5 - 1.5		 female disconnect	 2.8	 3.2	 18.5	 100	  67.20
F1-2.8VD/5* red	 0.5 - 1.5		 female disconnect	 2.8	 3.2	 18.5	 100	  126.00
F1-4.8V/5		  red	 0.5 - 1.5		 female disconnect	 4.8	 5.0	 19.0	 100	  80.85
F1-4.8VD/5* red	 0.5 - 1.5		 female disconnect	 4.8	 5.0	 19.0	 100	  148.05
F1-6.4V		  red	 0.5 - 1.5	 female disconnect	 6.4	 6.6	 21.0	 100	  105.00
F1-6.4VF		  red	 0.5 - 1.5		 fully insulated disconnect	 6.4	 6.6	 22.0	 100	  121.80
F1-6.4VD* 		 red	 0.5 - 1.5		 female disconnect	 6.4	 6.6	 21.0	 100	  161.70
F1-6.4VQD* 	 red	 0.5 - 1.5		 fully insulated disconnect	 6.4	 6.6	 21.5	 100	  200.55
F2-2.8VD/5* blue	 1.5 - 2.5	 female disconnect	 2.8	 3.2	 18.5	 100	  135.45
F2-4.8V/5		  blue	 1.5 - 2.5		 female disconnect	 4.8	 5.0	 19.0	 100	  88.20
F2-4.8VD/5* blue	 1.5 - 2.5		 female disconnect	 4.8	 5.0	 19.0	 100	  158.55
F2-6.4V		  blue	 1.5 - 2.5		 female disconnect	 6.4	 6.6	 21.0	 100	  110.25
F2-6.4VF		  blue	 1.5 - 2.5		 fully insulated disconnect	 6.4	 6.6	 22.0	 100	  126.00
F2-6.4VD* 		 blue	 1.5 - 2.5	 female disconnect	 6.4	 6.6	 21.0	 100	  171.15
F2-6.4VQD* 	 blue	 1.5 - 2.5		 fully insulated disconnect	 6.4	 6.6	 21.5	 100	  212.10
F2-8V		  blue	 1.5 - 2.5		 female disconnect	 8.0	 8.4	 24.0	 100	  157.50
F2-8VD* 		 blue	 1.5 - 2.5		 female disconnect	 8.0	 8.4	 24.0	 100	  226.80
F5-6.4V		  yellow	 4.0 - 6.0		 female disconnect	 6.4	 6.6	 23.5	 100	  123.90
F5-6.4VD* 		 yellow	 4.0 - 6.0		 female disconnect	 6.4	 6.6	 23.5	 100	  242.55
F5-6.4VQD* 	 yellow	 4.0 - 6.0		 fully insulated disconnect	 6.4	 6.6	 24.5	 100	  294.00
F5-9.5V		  yellow	 4.0 - 6.0		 female disconnect	 9.5	 9.9	 28.5	 100	  247.80
F5-9.5VD* 		 yellow	 4.0 - 6.0		 female disconnect	 9.5	 9.9	 28.5	 100	  394.80

*	Twin-grip crimp
	Square entry / twin-grip / fully insulated

Male disconnect terminals “push-on”

M1-2.8V/5		  red	 0.5 - 1.5		 male disconnect	 ‒	 2.8	 19.2	 100	  82.95
M1-2.8VD/5* red	 0.5 - 1.5		 male disconnect	 ‒	 2.8	 19.2	 100	  144.90
M1-4.8V/5		  red	 0.5 - 1.5		 male disconnect	 ‒	 4.8	 19.2	 100	  82.95
M1-4.8VD/5* red	 0.5 - 1.5		 male disconnect	 ‒	 4.8	 19.2	 100	  148.05
M1-6.4V		  red	 0.5 - 1.5		 male disconnect	 ‒	 6.4	 21.2	 100	  92.40
M1-6.4VD* red	 0.5 - 1.5		 male disconnect	 ‒	 6.4	 21.2	 100	  148.05
M2-2.8V/5		  blue	 1.5 - 2.5		 male disconnect	 ‒	 2.8	 19.2	 100	  87.15
M2-2.8VD/5* blue	 1.5 - 2.5		 male disconnect	 ‒	 2.8	 19.2	 100	  170.10
M2-4.8V/5		  blue	 1.5 - 2.5		 male disconnect	 ‒	 4.8	 19.2	 100	  88.20
M2-4.8VD/5* blue	 1.5 - 2.5		 male disconnect	 ‒	 4.8	 19.2	 100	  175.35
M2-6.4V		  blue	 1.5 - 2.5		 male disconnect	 ‒	 4.8	 21.2	 100	  96.60
M2-6.4VD* 		 blue	 1.5 - 2.5	 male disconnect	 ‒	 4.8	 21.2	 100	  170.10
M5-6.4V		  yellow	 4.0 - 6.0		 male disconnect	 ‒	 6.4	 23.2	 100	  112.35
M5-6.4VD* 		 yellow	 4.0 - 6.0	 male disconnect	 ‒	 6.4	 23.7	 100	  248.85

* Twin-grip crimp

BT...

LB...
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https://www.em.co.za/BT1-10V
https://www.em.co.za/BT1-14V
https://www.em.co.za/BT1-18V
https://www.em.co.za/BT2-10V
https://www.em.co.za/BT2-13V
https://www.em.co.za/BT2-18V
https://www.em.co.za/BT5-10V
https://www.em.co.za/BT5-18V
https://www.em.co.za/LB1-3V
https://www.em.co.za/LB1-4.6V
https://www.em.co.za/LB2-3V
https://www.em.co.za/LB2-4.6V
https://www.em.co.za/LB5-3V
https://www.em.co.za/LB5-4.6V
https://www.em.co.za/F1-2.8V-5
https://www.em.co.za/F1-2.8VD-5
https://www.em.co.za/F1-4.8V-5
https://www.em.co.za/F1-4.8VD-5
https://www.em.co.za/F1-6.4V
https://www.em.co.za/F1-6.4VF
https://www.em.co.za/F1-6.4VD
https://www.em.co.za/F1-6.4VQD
https://www.em.co.za/F2-2.8VD-5
https://www.em.co.za/F2-4.8V-5
https://www.em.co.za/F2-4.8VD-5
https://www.em.co.za/F2-6.4V
https://www.em.co.za/F2-6.4VF
https://www.em.co.za/F2-6.4VD
https://www.em.co.za/F2-6.4VQD
https://www.em.co.za/F2-8V
https://www.em.co.za/F2-8VD
https://www.em.co.za/F5-6.4V
https://www.em.co.za/F5-6.4VD
https://www.em.co.za/F5-6.4VQD
https://www.em.co.za/F5-9.5V
https://www.em.co.za/F5-9.5VD
https://www.em.co.za/M1-2.8V-5
https://www.em.co.za/M1-2.8VD-5
https://www.em.co.za/M1-4.8V-5
https://www.em.co.za/M1-4.8VD-5
https://www.em.co.za/M1-6.4V
https://www.em.co.za/M1-6.4VD
https://www.em.co.za/M2-2.8V-5
https://www.em.co.za/M2-2.8VD-5
https://www.em.co.za/M2-4.8V-5
https://www.em.co.za/M2-4.8VD-5
https://www.em.co.za/M2-6.4V
https://www.em.co.za/M2-6.4VD
https://www.em.co.za/M5-6.4V
https://www.em.co.za/M5-6.4VD
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JSL 1305-1

type colour	 wire size description dimensions (mm)	 pack	 price
mm² d2	 B	 L	 qty

Piggy back disconnect terminals “push-on”

PB1-6.4V	 red	 0.5 - 1.5	 piggy-back disconnect	 6.4	 6.6	 21.0	 100	  176.40
PB1-6.4VD*	 red	 0.5 - 1.5	 piggy-back disconnect	 6.4	 6.6	 21.0	 100	  231.00
PB2-6.4V	 blue	 1.5 - 2.5	 piggy-back disconnect	 6.4	 6.6	 21.0	 100	  180.60
PB2-6.4VD*	 blue	 1.5 - 2.5	 piggy-back disconnect	 6.4	 6.6	 21.0	 100	  240.45
PB5-6.4V	 yellow	 4.0 - 6.0	 piggy-back disconnect	 6.4	 6.6	 23.5	 100	  194.25
PB5-6.4VD*	 yellow	 4.0 - 6.0	 piggy-back disconnect	 6.4	 6.6	 23.5	 100	  312.90

* Twin-grip crimp

Male bullet disconnector

BD1-4V red	 0.5 - 1.5	 male bullet disconnect	 ‒	 4.0	 21.0	 100	  96.60
BD1-4VD*	 red	 0.5 - 1.5	 male bullet disconnect	 ‒	 4.0	 21.0	 100	  168.00
BD2-5V blue	 1.5 - 2.5	 male bullet disconnect	 ‒	 5.0	 21.0	 100	  111.30
BD2-5VD*	 blue	 1.5 - 2.5	 male bullet disconnect	 ‒	 5.0	 21.0	 100	  194.25
BD5-5V	 yellow	 4.0 - 6.0	 male bullet disconnect	 ‒	 5.0	 23.0	 100	  137.55
BD5-5VD*	 yellow	 4.0 - 6.0	 male bullet disconnect	 ‒	 5.0	 23.0	 100	  284.55

*	Twin-grip crimp

Female bullet disconnector

RE1-4VF red	 0.5 - 1.5	 female bullet disconnect	 ‒	 4.0	 22.0	 100	  118.65
RE1-4VFD*	 red	 0.5 - 1.5	 female bullet disconnect	 ‒	 4.0	 22.5	 100	  195.30
RE2-5VF	 blue	 1.5 - 2.5	 female bullet disconnect	 ‒	 5.0	 23.5	 100	  144.90
RE2-5VFD*	 blue	 1.5 - 2.5	 female bullet disconnect	 ‒	 5.0	 23.5	 100	  223.65
RE5-5VF	 yellow	 4.0 - 6.0	 female bullet disconnect	 ‒	 5.0	 25.5	 100	  155.40
RE5-5VFD*	 yellow	 4.0 - 6.0	 female bullet disconnect	 ‒	 5.0	 25.0	 100	  305.55

* Twin-grip crimp

Quick-splice connectors

SP1 red	 0.5 - 1.5	 quick-splice connector	 ‒	 20.0	 26.8	 100	  122.85
SP2 blue	 1.5 - 2.5	 quick-splice connector	 ‒	 20.0	 26.8	 100	  111.30
SP5 yellow	 4.0 - 6.0	 quick-splice connector	 ‒	 20.0	 35.0	 100	  215.25

Insulated cord-end (boot lace) terminals

CE007508F	 blue	 0.75	 cord-end terminal	 1.2	 14.0	 8.0	 500	  170.10
CE010010F	 red	 1.0	 cord-end terminal	 1.4	 16.0	 10.0	 500	  191.10
CE015010F	 black	 1.5	 cord-end terminal	 1.7	 16.0	 10.0	 500	  191.10
CE025012F	 grey	 2.5	 cord-end terminal	 2.2	 18.0	 12.0	 500	  252.00
CE040012F	 orange	 4.0	 cord-end terminal	 2.8	 20.0	 12.0	 500	  387.45
CE060012F	 green	 6.0	 cord-end terminal	 3.5	 20.0	 12.0	 500	  445.20
CE100012F	 brown	 10.0	 cord-end terminal	 4.5	 22.0	 12.0	 500	  547.05
CE160012F	 ivory	 16.0	 cord-end terminal	 5.8	 24.0	 12.0	 500	  769.65
CE250016F	 black	 25.0	 cord-end terminal	 7.3	 30.0	 16.0	 500	 1 239.00

Shrink solder seal sleeves	 IP67

Transparent heat shrinkable insulation sleeve provides encapsulation, inspection, strain relief 
and insulation. One piece design, consists of transparent heat shrinkable sleeve with coloured 
hot-melt glue on either side of tube with internal fast melting fluxed solder providing a insulated 
very convenient connection of wires.
• Waterproof, heat shrinkable, transparent sleeve provides precise inspection
• Colored hot-melt adhesive for easy Identification and improved strain relief
• Polyolefin heat shrink butt connectors - shrink ratio 2:1

Operating temperature:	 -55°C ~ +125°C (Min. shrink temp. 60°C)
Voltage resistant:		 >600V
Volume Resistivity (Ω cm):	 ≥10 15
Dielectric Strength (KV/mm):	 ≥25

type colour	 wire size description dimensions (mm)	 price per
mm²		 L	 Ø max. Ø min. (100)

HP-SST-200-02	 red	 0.5...1	 shrink seal solder sleeve 40	 2.7	 1.3	  685.65
HP-SST-200-03	 blue	 1.5...2.5	 shrink seal solder sleeve 40	 4.5	 1.8	  783.30
HP-SST-200-04	 yellow	 4.4-6.0	 shrink seal solder sleeve 40	 6.0	 2.8	 1 001.70

Crimping tools for pre-insulated terminals

• Crimping profiles for different wire cross-sections (red/blue/yellow)
JSL 1305-1	 universal crimping tool for: red / blue / yellow pre-insulated terminals

L Termination & Wiring

see 
Cat M for
pricing.

PB1...

BD1...

PB2...

BD5...

RE2...

SP...

RE3...

HP-SST...

Buy Now Click part number to 

https://www.em.co.za/PB1-6.4V
https://www.em.co.za/PB1-6.4VD
https://www.em.co.za/PB2-6.4V
https://www.em.co.za/PB2-6.4VD
https://www.em.co.za/PB5-6.4V
https://www.em.co.za/PB5-6.4VD
https://www.em.co.za/BD1-4V
https://www.em.co.za/BD1-4VD
https://www.em.co.za/BD2-5V
https://www.em.co.za/BD2-5VD
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https://www.em.co.za/HP-SST-200-03
https://www.em.co.za/HP-SST-200-04
https://www.em.co.za/search?keywords=JSL%201305-1
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